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Standard Profile Frame  
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 The ����������	�  ����� �����	
���
��� �����
����� � is used for industrial and 

commercial applications, commonly as part of a shop front or complete door package, or installed as sta nd-alone.  

It is available as a Standard Profile Frame  system or as Curtain Walling . 

 

The Standard Profile Frame is commonly used for 
shopfronts and entrances that do not require to ach ieve 
a U-value of thermal performance. 
 
It is constructed from a non-thermally broken aluminium 
profile 100mm deep x 45mm wide (for single glazing) and 
50mm wide (for double glazing).  
 
Laminate or toughened glass is fitted as standard t o 
BS6262. Options are tinted & reflective glass, louv res & 
non-transparent panels, vinyl graphics & manifestat ion.  
 
By incorporating mullions the overall width is unlimited, 
however the height is generally restricted to 3000mm.  
A Casement Window System can also be incorporated. 
 
The Standard Profile Frame can be polyester powder 
coated to any BS or RAL colour, with Satin and Bron ze 
Anodised finishes and Stainless Steel also availabl e.  
 
 
Curtain Walling  is commonly used for buildings that are 
predominantly constructed from glass. It is also 
becoming more common in shopfronts and larger 
entrances to meet the latest thermal insulation 
standards of the Building Regulations.    
 
It is constructed from a thermally broken aluminium profile 
50mm wide x 100mm deep (minimum).  
 
Laminate or toughened double glazing is fitted as 
standard to BS6262, and a U-value down to 1.1 w/m 2K 
can be achieved with a Low E coating. Options are  tinted 
& reflective glass, louvres & non-transparent panel s, 
vinyl graphics & manifestation. 
 
Curtain Walling can be built to a considerable height by 
increasing the frame depth and by incorporating mullions the 
overall width is unlimited. 
A Casement Window System can also be incorporated. 
 
Curtain Walling can be polyester powder coated to any 
BS or RAL colour, with Satin and Bronze Anodised 
finishes and Stainless Steel also available.  
 

connect a.d. has a policy of continuous 
improvement. We therefore reserve the 
right to alter details without prior notice. 

connect a.d.  
Block 59, Unit 4, 
Hillington Park,  

Glasgow G52 4LT  
 

T: 0141 880 9797 
F: 0141 880 2818 

W: www.connectad.co.uk  
E: info@connectad.co.uk  
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connect a.d. is a division of tri group ltd.  
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Curtain Walling  

Curtain Walling with a Frameless Glass Manual Entrance Doorset 

Standard Profile Frame with an Automatic Entrance Doorset 

  


